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NOTES:

MATERIAL CERTIFICATION AND C OF C REQUIRED ON ALL LOT RUNS.  1.
PART TO BE FREE OF BURRS AND SHARP EDGES .010 MAX.2.
DRAWING IS FOR INSPECTION PURPOSE ONLY. ALL UNDIMENSIONED 3.
FEATURES TO BE HELD .010  WITH RESPECT TO 3D CAD MODEL.

PART NUMBER DESCRIPTION FINISH
9248-0404-003-BS 4" X 4" STAMPED GRATE BRUSHED STAINLESS STEEL
9248-0404-003-PS 4" X 4" STAMPED GRATE POLISHED STAINLESS STEEL

9248-0404-003-ORB 4" X 4" STAMPED GRATE OIL RUBBED BRONZE

REVISION NOTES CHANGED 
BY

CHECKED 
BY

RELEASE 
DATE

01 RELEASE TO PRODUCTION TC JC 5/4/18
02 MATERIAL WAS 316L BAYER 6/19/18
03 THICKNESS WAS .040. 

ADDED BRUSH DIRECTION BAYER 7/20/18
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SCALE: 1:1 WEIGHT: 
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COMMENTS:
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MFG APPR.

ENG APPR.

CHECKED

DRAWN

SEE TABLE
FINISH

MATERIAL

INTERPRET GEOMETRIC
TOLERANCING PER: ASME Y14.5 - 2009

DIMENSIONS ARE IN INCHES
TOLERANCES:
ANGULAR: MACH   2  BEND  5
TWO PLACE DECIMAL     .010
THREE PLACE DECIMAL   .005
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