
makitatools.com

 

FEATURES

STANDARD EQUIPMENT

SPECIFICATIONS

Makita offers a wide variety of accessories.  For a complete listing,  please refer to the 
Makita General Catalog or visit our website at makitatools.com, or call 1-800-4MAKITA.

All specifications subject to change without prior notice.  All models and accessories subject to stock on hand.  
The Makita Teal Color is the trade dress of Makita Corporation and is protected under common law and registered with the U.S. Patent and Trademark Office 

NTF-0816  MA-6618-16 

OPTIONAL ACCESSORIES

Makita U.S.A., 14930 Northam St., La Mirada, CA 90638

18V LXT® Lithium-Ion Sub-Compact Brushless 
Cordless Impact Driver, Tool Only
Model XDT15ZB

n Compact and ergonomic design at only 5-5/16"

n Weighs only 2.6 lbs. with battery (battery not included)                   
for reduced operator fatigue

n Ideal for working in tight spaces

n Variable speed (0-1,300/0-3,000 RPM & 0-1,600/0-3,900 IPM)       
for a wide range of fastening applications

n Assist Mode (A-mode) feature helps eliminate “screw cam-out” and 
“cross threading” by driving at low speed until tightening begins

n BL™ Brushless Motor delivers 1,240 in.lbs. of Max Torque                 
in an ultra compact design

n Dual L.E.D. lights illuminate the work area

n Tool Only n 18V LXT® Lithium-Ion Compact 2.0Ah Battery (BL1820B) 

n 18V LXT® Lithium-Ion 4.0Ah Battery (BL1840B) 

n 18V LXT® Lithium-Ion 5.0Ah Battery (BL1850B)

n  18V LXT® Lithium-Ion 6.0Ah Battery (BL1860B) 

n  18V Lithium-Ion Rapid Optimum Charger (DC18RC)

n 18V Lithium-Ion Dual Port Rapid Optimum Charger (DC18RD)

n 18V Lithium-Ion 4-Port Charger (DC18SF)

Hex Shank    1/4"

No Load Speed (var. 2 spd)    0 - 1,300 / 0 - 3,000 RPM

Impacts Per Minute (var. 2 spd.)  0 - 1,600 / 0 - 3,900 IPM

Maximum Torque (in.lbs./N•m)   1,240 in.lbs./140N•m

Battery   18V LXT® Lithium-Ion

Overall Length    5-5/16"

Net Weight (with battery)    2.6 lbs.

Shipping Weight    2.6 lbs.

UPC Code    088381-828093

Sub-Compact, Brushless and Innovative

APPLICATIONS
Ideal for working in tight spaces

INNOVATION
Assist Mode (A-mode) feature 
helps eliminate “screw cam-out” 
and “cross threading”

DESIGN
Compact and ergonomic design 
at only 5-5/16"

PERFORMANCE
Variable speed (0-1,300/0-3,000 
RPM & 0-1,600/0-3,900 IPM) and 
1,240 in.lbs. of Max Torque

Also Available in a Kit
Model CX200RB


